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*.avi AVI

Divx 3.11

MP3
AC3

LPCM
ADPCM

(MULAW ALAW)

800x600 6 ~ 30 8

Divx 4.x 800x600 6 ~ 30 8

Divx 5.1 800x600 6 ~ 30 8

Divx 6.0 800x600 6 ~ 30 20

XviD 1920x1080 6 ~ 30 20

H.264 BP 1920x1080 6 ~ 30 25

H.264 MP 1920x1080 6 ~ 30 25

H.264 HP 1920x1080 6 ~ 30 25

MPEG-4 SP 800x600 6 ~ 30 8

MPEG-4 ASP 800x600 6 ~ 30 8

Motion JPEG 800x600 6 ~ 30 8

*.mkv MKV

Divx 3.11

MP3
AC3

LPCM
ADPCM

(MULAW ALAW)
ACC

800x600 6 ~ 30 8

Divx 4.x 800x600 6 ~ 30 8

Divx 5.1 800x600 6 ~ 30 8

Divx 6.0 800x600 6 ~ 30 20

XviD 1920x1080 6 ~ 30 20

H.264 BP 1920x1080 6 ~ 30 25

H.264 MP 1920x1080 6 ~ 30 25

H.264 HP 1920x1080 6 ~ 30 25

MPEG-4 SP 800x600 6 ~ 30 8

MPEG-4 ASP 800x600 6 ~ 30 8

Motion JPEG 800x600 6 ~ 30 8

*.asf ASF

Divx 3.11

WMA
MP3
AC3

LPCM
ADPCM

(MULAW ALAW)
ACC

800x600 6 ~ 30 8

Divx 4.x 800x600 6 ~ 30 8

Divx 5.1 800x600 6 ~ 30 8

Divx 6.0 800x600 6 ~ 30 20

XviD 1920x1080 6 ~ 30 20

H.264 BP 1920x1080 6 ~ 30 25

H.264 MP 1920x1080 6 ~ 30 25

H.264 HP 1920x1080 6 ~ 30 25

MPEG-4 SP 800x600 6 ~ 30 8

MPEG-4 ASP 800x600 6 ~ 30 8

*.wmv (VC1) Window Media Video v9 1920x1080 6 ~ 30 25

*.mp4 MP4
(SMP4)

H.264 BP

ADPCM
(HE)-AAC

MP3
(No soportado: OGG,ALAC)

1920x1080 6 ~ 30 25

H.264 MP 1920x1080 6 ~ 30 25

H.264 HP 1920x1080 6 ~ 30 25

MPEG-4 SP 800x600 6 ~ 30 8

MPEG-4 ASP 800x600 6 ~ 30 8

XviD 1920x1080 6 ~ 30 20

*.3gp 3GPP

H.264 BP

ADPCM
(HE)-AAC

(No soportado: AMR)

1920x1080 6 ~ 30 25

H.264 MP 1920x1080 6 ~ 30 25

H.264 HP 1920x1080 6 ~ 30 25

MPEG-4 SP 800x600 6 ~ 30 8

MPEG-4 ASP 800x600 6 ~ 30 8

*.vro (ps) VRO
VOB

MPEG2 AC3, MPEG
LPCM

1920x1080 24/25/30 40

MPEG1 1920x1080 24/25/30 40

*.mpg
*.mpeg(ps)

MPEG1 (flujo de programa) AC3, MPEG
LPCM

1920x1080 24/25/30 40

MPEG2 (flujo de programa) 1920x1080 24/25/30 40

otros(ts)

MPEG2(flujo de transporte) AAC, HE-AAC,
MP3,
DD+

1920x1080 24/25/30 25

H.264 HP (flujo de transporte) 1920x1080 24/25/30 40

VC1 (flujo de transporte) 1920x1080 24/25/30 25


